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Summary

For the AMS experiment onboard the Internationahc®pStation a thermal control system,
known as the Tracker Thermal Control System (TTC®giag developed. The TTCS basically
consists of a mechanically pumped two-phase lodygravheat is collected at two evaporators
and rejected at two radiators. The loop containsaradioxide (CQ).

One of the components of this loop is the Heat @Xiger, used to heat up the Cl@uid
entering the evaporators.

This document describes the tests performed orBtkad Board Model Heat eXchanger to
determine its Overall Heat Transfer Coefficient.

The HX was also successfully tested in a repreteat&0; laboratory test rig where typical
orbital parameters were applied. The results weng g@mising.
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1 Introduction

The main objective of the Tracker Thermal Controkt®yn (TTCS) is to provide accurate
temperature control of the AMS Tracker front-endcetnics (known as ‘the hybrids’).
Therefore the evaporators have to operate at @mmitemperature and the @@uid has to
enter the evaporators close to, or at saturatimpéeature. Pre-heaters are defined to heat up
possible sub-cooled GQiquid leaving the condensers and entering th@ensors. The use of
a Heat eXchanger, which exchanges heat betweerdioutlet of the evaporators, can relief the
task of the pre-heaters and has the following aidhpss:
* Less electrical power is required for the pre-heaater
» Because of lower additional pre-heater power, traenser radiators can be designed
smaller, or operation is possible at lower tempeest
o It will lower the risk of malfunction as the HeaX@&hanger is a passiwdevice which
will always help to increase the evaporator indehperature
e As part of the evaporator outlet vapour will partigndensate in the HX, lower GO
quality will flow through the condenser feed lingkich in turn will lower the overall

system pressure drop

Important parameters for a plate heat exchangeémffects the overall heat transfer coefficient
are the effective heat transfer area and the atlqwessure drop. Minimising the overall system
pressure drop is a main driver throughout the TT@3ept. As increasing the OHTC-value

comes at the expense of increasing pressure drbghun this project is to be minimised- the

HX will not be as compact and/or as effective deowise possible.

The OHTC is a difficult parameter to calculate atiaglly and in literature on the subject, it is
found that for practical use one generally meastinesmal parameters for a specific plate
geometry and is then able to calculate the pedioga when the number of plates and or size is

varied.
2 Objective

The objective of the tests is to determine the @Véteat Transfer Coefficient of the Bread
Board Model Heat eXchanger.
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3 Hardwareunder test

The hardware under test consists of the Bread Bbbrdel Heat eXchanger as depicted in
Figure 3-1andFigure 3-2
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Figure 3-1: Bread Board Model Heat eXchanger 3-D view
here drawn with 4 plates outside the housing

The plate type Heat eXchanger comprises a cylintisisaped stainless steel housing containing
a maximum of 36 aluminium plates. The Bread Boardi&las designed such that the number
of plates can be varied relatively easy by removtmg cap and plunger, adding or removing
plates, and mounting plunger and cap again. Adgiages will decrease the pressure drop
across the HX while it will increase the effectiveat exchanging area. The HX mainly consists
of three channels (2 liquid and 1 two-phase) tliatam exchange heat. At the time of the HX
construction the stage of the project demandedudiinlets; further details on the reason why
are out of the scope of this report. The platesstaeked in the following order: X, L1, X, L2
where X= two-phase, L1 and L2=liquid. 18 plates @sed for two-phase and 18 plates for the
liquid phase and they are stacked and firmly ptssetop of each other by a plunger. The
plunger is sealed by two O-rings and constructat wio different area’s, Aand A causing
the plunger to move -in this case to the left- bfjome F=p*(A-A,), where p is the system
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pressure. The volume between the plunger frontraad O-rings is vented to the environment
by a small venting hole.

Figure 3-2: Picture of the Bread Board Heat eXchangeunted in the test rig

Figure 3-3shows a picture of one -out of 36 identical- alionin plates used in the Bread
Board Model HX.

Figure 3-3: Picture of one out of 36 Bread Board HeAthanger plates
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Figure 3-4: Drawing of one Bread Board Heat eXchangjaie

Figure 3-4andFigure 3-5schematically show the various flows and flow diilens. The total
plate thickness t=1.5mm, the channel depth = 1.@mndchannel width = 1.0mm. The effective
projected heat transfer area for one platepisifyo = ¥ * m* (Der)” = 1.1*10° nf.

from evaps

... 36 plates

to condensers

Figure 3-5: Flow through heat exchanger plates,esohtically (X=two-phase, L=liquid)
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4 Test approach and test set-up

4.1 Test approach

The overall heat transfer coefficient of a plateathexchanger can be calculated using the
following equations:

OHTC=Q/(Aux.eft,pr* ATim) Where (@D)]

Q is transferred heat = M¢T iigour Tigin)  (2)

Anxefipr iS the total projected effective heat transfenartthe heat exchanger

ATim = (ATl-ATz)/ln(ATllATz) (3)
AT, = TX,out'Tqu,in 4)
ATZ = TX,in‘Tqu,out (5)

Tx,n and Txoue are the temperatures of the 2phase flowi» Bnd Tigou are the temperatures of
the liquid flow, where the subscripts ‘in’ and ‘bstand for the flow entering and leaving the
HX respectively. During normal TTCS operation, £@th a certain quality will enter the HX
and will partly condensate to leave the HX withoavér quality. Through the other channels
cold liquid will enter the HX to be heated insidedato leave it on a higher temperature closer
to, but never higher than, the saturation tempegakigure 4-1schematically shows how to
handle fluid flows inside the HX from a thermal poof view; it can be simplified to just one
liquid channel and one two-phase channel. Notetthat2-dimensional figure is not to be used
to conclude anything on the flow type, such as teufhow, cross flow etc.

[ mn e rmmen |
| from evaps |
S
L m
from
Yy h 4 v
condensers

185 X plates
t
nee ALIRIARIRINIRIN)

to condensers

Figure 4-1: Equivalent flow through heat exchanghkates, schematically
(X=two-phase, L=liquid)
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As the nominal operation will be two-phase/liquighyd during the tests it was attempted not to
condensate all CQOvapour in the HX, by increasing the evaporatoutnpower and hence the
HX inlet quality where appropriate (usually at héglilow rates).

4.2 Set-up Description
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Figure 4-2: Test set-up, located in a climate chambominally set to 0°C.

The test set-up, depicted in Figure 4-2, comprisesfull size evaporators, two condensers, a
one litre peltier controlled accumulator, a geampu two pre-heaters, insulated tubing, a

differential and an absolute pressure sensor,oiotkermocouples and of course the plate heat
exchanger which is the item under test. The sesupcated inside a temperature controlled

chamber which is generally set a few degrees btlevgaturation temperature to minimize heat
leak to the environment. However, despite the etfaken to insulate the tubing, heat losses to
the environment are significant. Especially whee ttondenser temperatures are very low
compared to the accu temperature, relative large ek occurs from the condenser return

lines to the environment. When the chamber tempe¥as set to a much lower temperature

than the accu temperature and hence the evapdeatperature, a large heat leak is measured
from the evaporators to the environment. This heak Ican be measured by measuring the
power required to keep a small dummy evaporatosadtiration temperature. This feature

however is to be controlled manually and was nadufor all experiments that have been

carried out.
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Figure 4-3show pictures of the main components of the &tstip inside the climate chamber.
Two evaporators

(black painted) ;A kE condenser

Preheaters

RAM condenser  Liquid lines

Figure 4-3: Overview pictures of the test set-up

5 Test Results

For various mass flow rates the inlet and outletgeratures of the HX were measured while
operating the HX in 2phase<->liquid duty. Test tesgan be found imTable 5-1 It became
clear that, in order to keep the 2phase side oatl¢he HX at a quality higher than 0%, a lot
more than nominal power had to be put into the eratprs due to the efficiency of the HX.
Even then, especially at larger flows, sub coolgdid, in stead of 2phase flow, left the HX-

2phase exit.
Miot L:Linll—zin Llout L20ut Topevg) out LOWevga out T'Xout Cp
lo/s] |[¥] €l _[€] [€] (€] (Bl [Yd]
20| -23.80| -1.54| -1.41 -1.08 -0.92| -0.92] 2.28
35| -2850| -2.04| -191 -1.01 -091| -1.24|2.21
5.0] -22.90| -3.80| -3.50 -1.40 -1.30| -6.90| 2.28
6.5| -31.91| -5.64| -5.23 -0.91 -0.83|-10.35| 2.21
8.0] -32.27| -5.93| -5.19 -0.65 -0.68| -9.90| 2.21
10.0| -27.18| -8.53| -8.19 -0.09 0.03|-12.31] 2.21

Table 5-1: Heat exchanger measurement data, 2phadigsid duty

Calculations were performed on these measuremémuding equations 1 to 5 presented in
section 4.1; the results are givenTiable 5-2
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AT, AT, ATim | Qnx OHTC (=V) | Quixsubel

[C] [C] TC] W] W/m"2.K] W]
0.48| 22.88| 5.78 102 457 0
1.02| 27.26| 7.98 205 668 2
2.30| 16.00| 7.06 219 807 63
457| 21.56| 10.95 380 902 136
4.90| 22.37| 11.50 472 1067 163
8.33| 14.87| 11.29 416 957 271

Table 5-2: Heat exchanger calculations based onsuesaments, 2phase<->liquid duty

Equivalent tests were carried out for liquid<->fiduduty. During nominal TTCS operation,
liquid<->liquid duty will never occur, but test datill give an impression of the liquid-to-wall
heat transfer to provide a better understandingeat transfer phenomena of the HX . The

results and calculations are giveriliable 5-3andTable 5-4.

Mt [L1/L20 | Loy |L2o | Top out|Low out | T-Xou cp_hot |cp_cold
[a/s] |[T] [Tl [T€] [€] [C] [¥€] [Jg] [J/g]

2.00| -18.20| -8.00| -8.00 -0.80 -0.50 -9.60 2.35 2.23

35| -21.3 -9.7 -9.6 -1.6 -1.7 -11.9 2.35 2.21

5| -23.1| -11.4| -11.3 -2.9 -3.3 -13.6 2.3 2.16

6.5| -23.6| -11.8| -11.7 -3.2 -3.4 -14 2.3 2.16

8| -23.9| -12.2 -12 -3.5 -3.7 -14.3 2.3 2.16

10| -23.2| -12.2 -12 -3.8 -3.9 -14.1 2.3 2.16

Table 5-3: Heat exchanger measurement data, liqutiguid duty

AT, |AT, |AT, |Qhot |[Qcold |OHTC (=U)
[C] [[C] [€] W] W] W/m"2.K]
7.35| 8.60| 7.96 42 45 143
8.00| 9.40| 8.68 84 90 261
8.25| 9.50| 8.86 121 127 363
8.45| 9.60| 9.01 160 166 470
8.50| 9.60| 9.04 197 204 576
8.25| 9.10| 8.67 236 240 712

Table 5-4: Heat exchanger measurement data, 2phadigeid duty

Note that the hot and cold side power calculatiéhs, and Qo4 representing the released and
picked-up heat, are more or less identical givimgficlence in the measurement method,

thermo-couple locations and equipment used.
A graphical presentation of the calculated ovdralit transfer coefficient is presentedrigure

5-1.
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Cylindrical Plate Heat Exchanger
Overall Heat Transfer Coefficient
2x18 plates, t=1.5mm

—e— 2phase-liquid duty
1200 | OHTC = 96.847*massfl + 296.03

2 —=— Liquid-liquid duty
~ 1000 |
T 800 | >
S 600 | /
O 400 ) —
£ 200 / OHTC = 71.683*massfl + 4.1606
(@) | | |
O T T T 1

0.00 2.00 4.00 6.00 8.00 10.00
Massflow [g/s]

Figure 5-1:Heat transfer coefficient as functionnadssflow
for 2phase<->liquid and liquid<->liquid duty

For 2phase<->liquid duty the following empiricaluagion is found for the OHTC as function

of mass flow:

OHTC = 96.85*m + 296.0 [W/AK] , m in [g/s] (6)
The conduction G = OHTC*Ax eft,proj @)
Abix eff,proj = (N=1)* Api eff proj (8)

For n=36 and Pefproj = 1.1¥10° n? it is found that using eq. 7
G = OHTC*0.0385 and using eq. 6:

G =3.73*m + 11.40 [W/K], min [g/d] 9)
Notethat for eg. 9 evaluation, ATy, (eg. 3) isto be used.

Further on overall Heat eXchanger behaviour watededuring a typical orbital cycle, using
realistic nominal settings for evaporator power amahdenser heat sink temperatures. A
graphical presentation of the measurement datavengn Figure 5-2 Theoretically the HX
inlet temperature should be the average valueeottindenser outlet temperatures, provided an
even mass flow distribution through both condensdmvever, because of heat in-leak from
the environment combined with a low mass flow, tHX inlet temperature is higher.
Nevertheless it is clear that the heat exchangeatitons very well as the HX outlet temperature,
which was measured upstream from the pre-heatekgry close to saturation temperature. In
the graph this temperature is even hard to disisginiom all evaporator temperatures.
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Tracker thermal I'F temperatures (evaporators)
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Figure 5-2: Measured test results of Heat eXchargdraviour during a typical orbital cycle

6 Conclusions

* The heat exchanger Overall Heat Transfer Coefficiead successfully measured for
2phase<->liquid duty as well as for liquid<->liquddty.

e« The OHTC is mass flow dependent and increases witls fiaw.

« At anominal mass flow of 2 g/s the OHTC is 450 \Alrfor 2phase<->liquid duty

» The HX was also successfully tested in a represeat&®0O, laboratory test rig where
typical orbital parameters were applied. The resiitsved satisfactory operation.
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